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Aodeli Australia – Solution providers and leaders in Building Facade Materials through
continuous improvement.

Aodeli Australia is focused on the design and distribution of a range of quality
facade solutions throughout Australia. 

We are committed to assisting in the successful delivery of state of the art
facades that meet the design and vision of each and every project. We have one
of the largest stock holding in Australia with the ability to ensure a prompt supply
to our dedicated installation network, in addition to this our flexible and outgoing
approach allows us to work closely with clients to deliver the best possible
outcome. 

AODELI AUSTRALIA continues to develop our range of facade solutions and
maintain a high level of service and support to the Built Environ Industry.  



HCP Honeycomb
INTRO 

HCP

Deemed to  
Satisfy to 
BCA 2016 
amt 1. 

HCP Honeycomb is a Aluminium panel that is Deemed to Satisfied to
BCA 2016 amt 1. under the National Construction Codes (NCC) when
tested to AS1530.1 and AS 1530.3. providing a Non-Combustible 
Solution. 

Visibly, Honeycomb appears the same as traditional ACP however what makes it
different is the advanced technology hexagonal honeycomb cells and thickness
strength of the core, constructed from a 100% aluminium type structure.  

Our standard fixing method uses mechanical fixing through all laminate, meaning
the panel is not relying only on the adhesive to be held together under high
temperature. Standard thickness of 10mm, 15mm, 20mm, with special orders to
25mm, 30mm. 

The light but rigid core allows exceptional strength, smooth and flat and cost
effective product. Honeycomb panel is ideal for all facade that requires NCC
Deemed to Satisfy and soft fit applications, providing the critical resolution to high
demands and requirement in fire risk areas.  

Advantages of HCP Honeycomb include its high mechanical properties, light in
weight and excellent strength and can bear high pressure and shearing stress, hard
to deform, meets the wind-load request for high building and importantly a
sustainable 100% recyclable product. HCP has a Mill finish. Performance PVDF
coating can be added, which provides optimum resistance to weather and industrial
pollutants. 

HCP Honeycomb can be easily and accurately installed by cassette system,
requires very minimal maintenance and comes with a 15 year product warranty.
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HCP Honeycomb

PERFORMANCE

Strength + Stiffness 

Superior Flatness 

Sound/Heat Insulation 

Fire Rated 

Anti-Corrosion 

The HCP Honeycomb panel strength is equivalent to the flange 1-beam, mainly 
to withstand upright stresses, the core of the honeycomb panel is equivalent 
to beam of the 1-beam, the structure height of the two skin cross-section moment  
of inertia, so it has good stiffness, bending strength and the core of the honeycomb
panel is bionic to natural honeycomb sandwich structure. 

Honeycomb panels skin & core can be pressed with uniform force, to ensure that
the strength of its pressure, to maintain a high flatness panel even over a larger
area.  
As in a Architectural curtain wall, especially high building materials, they take the
advantage of the honeycomb panel. 

When combined into a Honeycomb Panel the air layer has been separated into an
airtight space, which means produce the hollow sandwich due to a static air
insulation. Thermal insulation performance is better than any solid material,
honeycomb sandwich panels have good heat insulation + sound insulation
performance. it is widely used in the transportation industry to separate workers from
engine sound and heat effected areas. 

AODELI HCP Honeycomb Panel has been tested to BCA standard and is Deemed
to Satisfy to NCC. AS1530.1 + AS1530.3 and can be used where a Non-
Combustible material is needed. 

Aodeli HCP Honeycomb panel is unchanged after tested a 2% HCL solution
immersion 24hours in the saturated Ca (OH) 2 solution 24H. 
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Honeycomb strength for shaping and design 
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HCP Honeycomb

 SGS test reportWIND LOADING Strength    -

FABRICATION 
METHODS



Design 

      Certificate AS1530.1                          Certificate AS1530.3


